¢
FRAME
Y; GRATE 2" /F T, ["‘%13:1
2/FT
1” L ANCHOR ————1
|| N 2" x 3/16 " x 4° t t
v WELDED TO FRAME ~ =
N 4 REXD) < | | —aNcHORS
@ \{ SRS ! 1]
. ) 14 L1
PP | H
5| Y= [T TT
S -
) NO. 4 BARS @
= 4 WAYS & T WEEP PIPE
bt W/END CAP
@ H HERSN
COATED BAR
RE INFORCEMENT
CONCRETE STRUCTURES
8-NO. 4 BARS, 5* C-C
_ PLAN 3 LONG (TYP.)
CLASS “A* CONCRETE = —
2 G GRATE
1’ -8 ' -8 NO. 4 REBARS
/////////AT 57 C-C
Y
| 1 ]
PROVIDE 1 DEEP X 2 WIDE
KEYED CONSTRUCTION JOINT ‘Jﬁ g | Ak‘//
KEYWAY DETAIL o | " *
KEYWAY —— T TO ACCOMMODATE PIPE SIZES GREATER
THAN 18 DIA., SUBSTITUTE
THE APPROPRIATE NYS STRUCTURE
LISTED ON STANDARD SHEET 604
1 —o*
(TYP.) Y
67 6" | WEEP PIPE
o
(9" IF **““*~—;%47 &\\\\\\\\\\\\\
UNRE INFORCED) UNDERDRAIN FILTER STONE
~] ITEM 605. 0901
Y 4 -0 18" J\\\\\\\44,6~ TYPE 2
~ - CRUSHED STONE BEDDING
COST TO BE INCLUDED
NOTES: IN BID PRICE FOR THE
DRAINAGE STRUCTURE
1. FOR ADDITIONAL DATA AND DETAILS OF RECTANGULAR
TYPES OF FRAMES & GRATES, SEE N.Y.S.D. 0. T. STANDARD
SHEETS 655-01
2. WEEP PIPES SHALL BE INSTALLED ON ALL WALLS
WITHOUT PIPE CONNECTIONS DR A. D.B.E. AND ONLY WHEN
UNDERDRAIN IS NOT USED AND SHALL BE EITHER
A ITEM 605, 0701 M, 6 CORRUGATED METAL
UNDERDRAIN PERFORATED PIPE. FRAMES & GRATES
B.) ITEM 605. 1501 M, 6 POLYETHYLENE CORRUGATED
PERFORATED UNDERDRAIN TUBING. TYPE ‘A’ (ND. 9) *
3. WHEN APPLICABLE EXTERIORS OF ALL DROP INLETS SHALL
BE COATED WITH TWO COATS OF HIGH BUILD COAL TAR PAINT. FRAME: 2-4 15/16" x 2'-3 1/2°
AFTER INSTALLATION IS COMPLETE AND THE BENCH IS INSTALLED, oo . o ,
THE INTERIOR OF ALL DROP INLETS SHALL BE COATED WITH ORATE:  2=3 117167 x 22 1/e
TWO COATS OF EPOXY RESIN DAMP PROOFING
4. WALL THICKNESS SHALL BE 6 IF REINFORCED, 8° IF % TO BE PAID FOR UNDER ITEM 6551111
UNREINFORCED. ALL PIPE CONNECTIONS SHALL BE MADE
WITH 100% MORTAR
5. CLASS “A* CONCRETE BENCHES SHALL BE CAST-IN-PLACE
ON ALL STORM DROP INLETS REGARDLESS OF PIPE DIAMETER
COST TO BE INCLUDED IN DROP INLET ITEM
FIELD INLET TYPE “A" CAST-IN-PLACE
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